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Asymmetrical COB
Inground Light / Recessed Wall Light
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LED COLOUR TEMPERATURE
3000K * 6000K

OPTICS

R7
@ RO118C0O35XL 18°

RO124CO0O35XL 24°
RO132C035XL 32°
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18° 24°
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OUTER DIMENSIONS & ACCESSORIES Unit:mm MATERIAL SPECIFICATIONS Installation Demo Asymmetrical Demo
th kiﬂ 102 Housing | 12# Die-casting grey powder coated aluminum.
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* n ?Ef; T=60-80um Adhesion of ISO class 1/ASTM class 4B
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=7 ¢ Z Light Window | Tempered glass T=8mm
— = o
176 O E 160 Glass pressure capacity | Full area=3286kgs P om e o] 4 (l)
— Operating temperature | -20°C~40°C '\\ |
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= ﬂ Power cable | HO5RN-F 2X1. Omm L=0.5m(Low voltage) 550, 1
=Ta= |
| BHeg . b 1
. & HO5RN-F 3X1. 0Omm L=0.5m(High voltage) /
084# mounting sleeve Mounfing sleeve | 084# ABS +Stainless Steel Ring 1
Wall light application Wall washer application
TECHNICAL DATA
The manufacturer Typical Typical Typical
ltem Light source  Refletor selected lens degree(°)81/2 Input voltage(V)  operating current(mA)  consumption(W)  luminance(lm) IK rate
24V =270 24V = 6.5 o Stainless Steel
RC1BIO126 1x6WCOB  R7 w ot 43 120v="65 120v=77 B o I Frame
240vV= 37 240V=7.8 i
PHOTOMETRIC CURVES
C90(MAX):
+180° €o/C180:
Light distribution curve[Unit:cd] €90/C270: Lux distance cure
1013.15
[\ llluminance at a distance
Center beam LUX Beam width
810.52 v H
0.73LUX 2m 6.55 LUX 1.m 13m
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e §ﬂg.5§\ P 6m 073 LUX 33m  38m
R 405226 i sm 041LUX 44m  51m
607.89 ) 20263 / \ 10m 026 LUX 55m  6.4m
810.52 J 12m 0.18LUX 66m  7.7m
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